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Enduring Style. Exceptional Quality.

For the perfect addition to your home’s fagcade, explore the
Carriage Collection from C.H.I. Overhead Doors.

The dimension and texture of carriage house doors can evoke an
old-world aesthetic or elevate modern home design.

Available in wood, steel, fiberglass, or Accents Woodtones,
overlay doors deliver curb appeal, thermal performance,
and dependable operation.

Steel Overlay Carriage House shown in design 30 in white with optional stockton window designs, and plain glass.



Find Your Perfect Match

The classic appearance of carriage house doors available in a variety of materials and designs.

DASMA.

Door & Access Systems
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International
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COMPLIANCE WITH THE DASMA

SHORELINE ACCENTS OVERLAY

These Accents Woodtones doors offer the
classic appearance and texture of real wood
overlays without the recurring maintenance.

OVERLAY CARRIAGE HOUSE

Featuring traditional designs and
construction, these doors are available in
steel, wood, and fiberglass.

DOORSONS SFRe

See your door before you buy it! Scan the QR code Ij!r
or go to doorvisions.chiohd.comcom .
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THERMAL PERFORMANCE PROGRAM

The DASMA Thermal Performance Verification (TPV) Program certifies
and verifies the thermal performance ratings of sectional door products
using third-party testing and inspection. The U-factor testing standard for
garage doors, ANSI/DASMA 105, provides repeatable and reproducible
results. U-factor tests an installed assembly to assign a value that
accounts for section joints and perimeter seal.
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Models in this program will be identified by this icon &= 5

C.H.l. OVERHEAD DOORS Carriage Collection
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Shoreline, shown in"dh : 1 ¥ s : ¥ .. Shoreline, shown in design 14,.ceda_1_r'accents woodtones -
arched stockton windows"el : s 5 E with optional plain window designs and tinted glass.” -




Model Chart

BEST

Panel Style / Model Number®

Overlay Carriage House 5602

Textured wood grain molded

Overlay Material polyurethane face boards

Section Construction 2.5in. Thick - 2-Sided Steel
Section Material Heavy Duty / 272 Ga. Steel
Insulation Type Polyurethane

J:E Thermal Rating U'FaLtor_'1£R;754
Personalizing Options
Accents Woodtones' e
2-Tone Accents Woodtones* .
Windows .
Faux Windows .
Glass e
Warranty Limited Warranty

1 Refer to your local C.H.I. Dealer for exact color and woodtone match. 2 Lower steel gauge [ga.]
number indicates stronger steel. 3 Model number indicates design and window style. 4 Overlay boards
are always black for a 2-tone design.

Section Detail

Deep textured wood grain molded
polyurethane face boards are laminated
to the Accents woodgrain embossed
steel sections that are designed using
full color digital imaging to create

the look of real wood.

Pictured above: Door design 11 shown in driftwood
accents woodtones.

Picture left: Section detail design 34 shown in walnut
accents woodtones.

PersonaIiZing Options For all options see page 14.

ACCENTS WOODTONES! 2-TONE* OVERLAY COLORS' DECORATIVE HARDWARE - PERMANENT
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Walnut Driftwood Spade Wrought Iron
e
ST
[
Shemm ey
Dark Oak Barcelona 1 Barcelona 2
?
—L L SECTIONS OVERLAYS ~ ZZSPRINGS I HARDWARE WWAN WANTTO SEE MORE?
LIFETIME Limited Lifetime 3Years Z=3Years % 6 Years Visit chiohd.com/shoreline

WARRANTY

SHORELINE ACCENTS OVERLAY GARAGE DOORS  Refer to your local C.H.I. Dealer for exact color or woodtones matching, model options, and specific sizes
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hown in design 32 in black with optional 2-tone white overlays, eel Overla arriage sho e almond optio
nd plain glass.



Model Comparison Chart
BETTER BEST

Panel Style / Model Number®

|
Overlay Carriage House 5300 | 5600 ‘
Overlay Material XPS [Extruded Polystyrene] composite overlay face boards |
Section Construction 2.5in. Thick - 2-Sided Steel ‘
Section Material Heavy Duty / 272 Ga. Steel
Insulation Type Polystyrene Polyurethane B - s
A
/
gray
N= /
ﬂ) Thermal Rating R-10.29 U-Factor .19/ R-17.54 V 4
I 1 | | £
Personalizing Options y 4
Colors’ o U :
2-Tone Colors* . . ey
Windows . . y ;/".
Vi
Faux Windows o . Y y.
/ !
Glass . . / //
Decorative Hardware . . // /
/
- - y /
Warranty® Limited Lifetime Warranty /_/ , A
¥
1 Refer to your local C.H.I. Dealer for exact color match. 2 Lower steel gauge [ga.] number indicates /" //
stronger steel. 3 Model number indicates design and window style. 4 Overlay boards are a S white y /
for a 2-tone design. 5 Extreme heat and sun exposure on black overlay doors may cause accelerated ," ;./
degradation of the overlay door and is not recommended for extreme heat and sun areas. Such exposure y
will be excluded from the product warranty. For additional details, contact your local C.H.I. dealer. y A—.
—_— - . [ —
. . -
Section Detalil e
XPS composite overlay face boards are laminated to e —
wood-grained steel sections using high performance adhesives, i~ -
then factory finished in one or two-toned options. - -
PersonahZIng OptlonS For all options see page 14.
COLORS! DECORATIVE HARDWARE - PERMANENT

= W=

White Almond Sandstone Bronze Black® Spade Wrought Iron

= L7

White Overlays Black Overlays Barcelona 1 Barcelona 2

2-TONE* OVERLAY COLORS'

WANT TO SEE MORE?
SECTIONS OVERLAYS ZZ SPRINGS B HARDWARE WA L )
3Years 2 6 Years Visit chiohd.com/overlay-carriage-house

LIFETIME Limited Lifetime 3 Years

WARRANTY

N

STEEL OVERLAY CARRIAGE HOUSE GARAGE DOORS  Refer to your local C.H.l. Dealer for exact color matching, model options, and specific sizes
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A  Overlay _éarriage shown'in design 32, cedear, field stained with optional B
__+ madison window designs and plain glass. 5 ea

Wood Overlay Carriage shown in design 31A, cedar, field stained
with optional wrought iron handles.




Model Comparison Chart

BETTER BEST

Panel Style / Model Number®

5400 | 5700

Overlay Carriage House

Overlay Material Western Red Cedar or Fijian Mahogany

Section Construction 2.5in. Thick - 2-Sided Steel

Section Material Heavy Duty / 272 Ga. Steel

Insulation Type Polystyrene Polyurethane

=
J:[; Thermal Rating — R;Cﬁ — U-Fa_ctor_.1£R;8.03

Personalizing Options

Wood' . .

Windows . .

Faux Windows . .

Glass 3 .

Decorative Hardware . .

Warranty Limited Lifetime Warranty

1 Refer to your local C.H.I. Dealer for exact woodtype match. 2 Lower steel gauge [ga.] number
indicates stronger steel. 3 Model number indicates design and window style.

Section Detail

Manufactured unfinished for field painting
or staining, the wide tongue-and-groove,
smooth wood overlay face boards are
laminated to wood-grained steel sections
with high performance adhesives.

PerSOI‘IaliZing Options For all options see page 14.

Pictured above: Door design 11A shown in cedar.

Picture left: Section detail design 34 shown in cedar.

\|[eleln} DECORATIVE HARDWARE - PERMANENT

Cedar Mahogany Spade

FIELD FINISHING

Unfinished wood
doors must be

finished prior to
installation to maintain
warranty coverage.
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Wrought Iron Barcelona 1 Barcelona 2
SECTIONS OVERLAYS % SPRINGS I HARDWARE
Limited Lifetime 1Year Z=3Years 7§ 6 Years

WANT TO SEE MORE?
Visit chiohd.com/overlay-carriage-house

WAV

WOOD OVERLAY CARRIAGE HOUSE GARAGE DOORS  Refer to your local C.H.I. Dealer for exact woodtype matching, model options, and specific sizes 9



FIBERGLASS OVERLAY CARRIAGE HOUSE

Fiberglass Overlay Carriage shown in design 34, white with optional
stockton window designs, tinted glass, and wrought iron hardware.



